




Specific hazards arising from
the chemical

Vapor may cause flash fire. Vapors can flow along surfaces to distant ignition source and flash
back. Sensitive to static discharge.

Special protective equipment
and precautions for firefighters

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask.

Fire-fighting
equipment/instructions

Wear full protective clothing, including helmet, self-contained positive pressure or pressure
demand breathing apparatus, protective clothing and face mask. Withdraw immediately in case of





Flammability (solid, gas) Not available.

Upper/lower flammability or explosive limits

Flammability limit - lower
(%)

> 0.9

Flammability limit - upper
(%)

< 7

Explosive limit - lower (%) Not available.

Explosive limit - upper (%) Not available.

Vapor pressure < 0.01 kPa @ 20 °C

Vapor density > 1.6 (Air = 1)

Relative density 1 - 1.2 (Water=1)

Solubility(ies)

Solubility (water)



Test ResultsComponents Species

> 0.38 mg/l, 960 Minutes

Skin corrosion/irritation Causes skin irritation.

Serious eye damage/eye
irritation

Causes eye irritation.

Respiratory or skin sensitization

Respiratory sensitization Based on available data, the classification criteria are not met.

Skin sensitization Causes skin burns.

Germ cell mutagenicity Based on available data, the classification criteria are not met.





SARA 313 (TRI reporting)
Not regulated.

Other federal regulations

Clean Air Act (CAA) Section 112 Hazardous Air Pollutants (HAPs) List

Polycyclic AroEs AiHydrocarbiont (CS 130498-29-2g)

Clean Air Act (CAA) Section 11(rA)AccidentralReClese Preventtion(40 CFR 682.10g)

CS 7783-06-4g)

SDWAg)Not regulated.

CS 8052-42-4g)
CS 64741-56-6g)

CS 8052-42-4g)
CS 64741-56-6g)

CS 8052-42-4g)
CS 64741-56-6g)

CS 7783-06-4g)

CS 8052-42-4g)
CS 64741-56-6g)




